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Cultivating Safety Culture….      Oct / Nov 2011 

 
 

Let’s Make Safety Our Personal Responsibility…. Our Pride 
 

● Safety Alert 1 
What happened:- Three of our workers (two mechanics and one plant man) were killed in a road accident in Hanoi, 
Vietnam on 1st Dec 2011 after working hours. The cause of the accident is still unknown and the local police are 
investigating it. Nonetheless, this accident should serve everyone of us a reminder to remain careful and alert not just 
during working hours but also after working hours as well as in the public area or at home. Think of our loved ones, they 
need us and we need them, too. Be safe at all times. 
 

● Safety Alert 2 
What happened:- A rigger’s left little finger was nipped between a chain sling (with self-locking hook) and a boring bucket 
during lifting operations. Due to the tendency that the self-locking hook could easily dislodge from the load if the chain 
sling is not tensioned, the injured worker had to pull the chain sling upward in order to ensure the hook stay engaged 
with the load before the load was lifted. While doing so, he signalled to the operator (with his right hand) to lift the load. 
Without realizing that his left hand was still holding onto the chain sling, his left little finger was caught in between the 
chain sling and the bucket.  
 

                                                        
 

 

 

 

 

 

 

 

 

 
 

● Safety Promotion and Training 
 

In order to build a good safety culture, promotional and training activities are essentially needed. Workers who perform safely 
should be rewarded so as to encourage participation of the whole workforce. In addition, workers must be trained to upgrade their 
knowledge in safety in order to prevent accident occurrence. 
 

                   
 
 
 

What we could learn:- 
●  Workers must be shown the hazardous parts of the work and the briefing should be done at the workface with 

proper demonstration to alert workers; 
●  If self locking hook must be used, workers should be shown the safe holding point on the sling; 
●  All lifting crew including the crane operators must properly coordinate with one another while carrying out lifting 

operations. The crane operator should also alert the rigger if he finds that the rigger is holding onto the sling on a 
hazardous place; 

●  All workers dealing with heavy materials should put on appropriate hand gloves such as heavy-duty gloves 
instead of merely cotton gloves, this could help to reduce degree of injury;  

●  Works must be carried out according to Safe Work Procedure. 

The injured worker’s 
left little finger was 
caught in between 
the chain sling and 
the bucket. 

Project : C917 KAP 
Winner    : Mr. Md. M. Biswas 

Award : Safety-Conscious Worker 

Project : Austville Residence 
Achievement of 45000 Safe 

Manhours 

Safety training was conducted by all subsidiaries involving topics such as Work At Height, Banksman 

Training and Fall Protection Training.  



● Safety Innovation or Safety Violations? You decide……. 
 

     
 
 

● Say No to Risks at Work  
 

 Ladder Safety 
 

 Many fall-from-height incidents involve the use of ladders. To prevent injuries arising from such incidents, we have 
to use ladder correctly and appropriately. 

 In general, ladders should only be used as a means of access to or egress from a work area, or for light work of 
short duration. Before using a ladder, check that it is safe to use. This would include ensuring that the ladder has no 
visible defects; is clean from oil, grease, wet paint and other slipping hazards; has been maintained and stored 
properly and is suitable for the activity (e.g. in terms of load). 

 

       
 

 
 

● Updates From Workplace Safety & Health Council (WSHC) 
 

 Number of Workplace Fatalities by Type of Incident 

 
 

Whoa! Like this also can?....... Is this the safety standard we want? No way... Is this acrobatic? Or is it suicide? This guy must be tired of living… 

You agreed 
to pay me 
back my 
money, 

right?...... 

Sure, but 
you better 
make sure I 
stay alive so 
that I can 
pay you 
back…. 

Whao! The 
scenery up 
here is 
fantastic...... 

Don’t worry 
la…. I’ve 
been doing 
this for so 

long... 

If it is necessary to work on a step ladder, work a few steps 
below the top rung, so that a handhold can be maintained. 

A step platform can provide a more stable work 
surface. 


